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any tool chest. This pattern is made in 
four sizes, to open 15, 18, 20 or 24 
inches. Itis stated that all bars are 
readily interchangeable and that in case. 
of breakage, as the head is bolted to the 
bar, any parts can easily be replaced. A 
much heavier and more powerful clamp 
is made for large work, using + x 14- 
inch steel for the bar, with 4-inch 
screw and crank handle. These clamps 
are made in three sizes, to open 3, 4and 
5 feet. For car works and other require- 
ments where an especially strong and — 
long clamp is needed, the company can 
also furnish a somewhat heavier clamp 
of the same noes with a steel bar 
3 X 14 inch, and a proportionately 
strong screw and crank handle. Three 
sizes of the largest clamps are made to 
open 6, 7 and 8 feet. 
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Tatum’s Bench Stop. 





The Samuel C. Tatum Company, Cin- 
cinnati, Ohio, are offering the bench 
stop, shown one-sixth of its actual size 
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Joiners’ Rapid Clamp. 








The cut herewith represents a clamp 
put on the market by the Samuel C. 
Tatum Company, Cincinnati, Ohio. 
The clamp is described as being made 
entirely of iron and steel, of quite mod- 
ern type, The bar is smooth without 
notches and the tail stock or sliding 
part can instantly be set against the 


Tatum’s Bench Stop. 


in the accompanying cut. The manu- 
facturers state that the stop is easily 
adjusted to any angle that the work 
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Joiners’ Rapid Clamp. 


work, which, it is remarked, is a saving | requires; that it can be turned com- 


of much time to the operator. The bar 
is made to pass through the head piece, 
retaining its full strength and lessening 
the possibility of breaking. The 15 to 
24-inch clamps have -8, x 1}-inch steel 
bars with crank handle and 4-inch 
Pcrew, and are designed to be carried in 


pletely around to avoid marring the 
work with the teeth on the stop; that 
it can be raised or lowered instantly, 
the adjustment being accomplished by 
means of the fluted wheel sunk below 
the surface, and that it will not clog 
with shavings or dust. 


